AMERITECH OPERATING COMPANIES TARIFF F.C.C.NO. 2
Sth Revised Page 272.1
Cancels 4th Revised Page 272.1

ACCESS SERVICE
7. Special Access Service (Cont'd)
7.2 Service Descriptions (Cont'd)

7.2.9 Ameritech Base Rate Services, Ameritech DS1 Service and
Ameritech DS3 Service (Cont'd)

(B) Channel Configurations (Cont'd)
(4) Optional Features and Functions (Cont'd)
(b) Secondary Channels (Cont'd)
The technical specifications for this feature are described in

Technical Publications, cited in Section 7.2 preceding. The bit
rates of the secondary channel are shown in the foliowing table:

Ameritech Base Rate Secondary Channel
Service Transmission Transmission
Speed Speed
2.4 Kbps 133 Bps
4.8 Kbps 266 Bps
9.6 Kbps 533 Bps
56.0 Kbps 2.66 Kbps

(c) Ciear Channel Capabliity

An arrangement which allows a customer to transport 1.536 Mbps
of information on a 1.544 Mbps line rate with no constraint on the
quantity or sequence of one and zero bits.

Clear Channel Capability is provided for both point to point and
channeiized Ameritech DS1 service and is a required option for
Ameritech DS1 service when Ameritech 64 Kbps channels are
multiplexed onto the Ameritech DS1 service.

Where appropriate facilities are not immediately available,
negotiated order intervals may apply. The technical specifications
for this feature are as described in Technical Reference
Publications, cited in Section 7.2 preceding.

(TR706)

issued: May 3, 1993 “Effective: June 7, 1993

Assistant Vice President, 4F08
2000 W. Ameritech Center Drive
Hoftman Estates, lliinols 60196-1025
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AMERITECH OPERATING COMPANIES TARIFF F.C.C.NO. 2
2nd Revised Page 272.2
Cancels 15t Revised Page 272.2

ACCESS SERVICE

7. Special Access Service (Cont'd)
7.2 Service Descriptions (Cont'd)

7.2.9 Ameritech Base Rate Services, Ameritech DS1 Service and
Ameritech DS3 Service (Cont'd)

(B) Channel Configuration (Cont'd)
(4) Optional Features and Functions (Cont'd)
(d) Automatic Loop Transfer

The Automatic Loop Transfer provides protection on a 1 x N basis
against fallure of the facilities between a customer designated
premises and the wire center serving that premises. Protection is
turnished through the use of a switching arrangement that
automatically switches to a spare channel when the working
channel fails. The spare channel is not included as a part of the
option. This option requires compatibie equipment at both the
serving wire center and the customer premises. The customer is
responsible for providing the equipment at its premises. This
feature is not available for channels with Clear Channel
Capability.Equipment at the customer premises will be provided
under tariff only if it existed in The Telephone Company inventory
as of November 18, 1983.

(e) Transter Arrangement

An arrangement that affords the customer an additional measure of
flexibility in the use of their access channel(s). The arrangement
can be utilized to transfer a leg of a Special Access Service to
either the spare or working channel that terminates in either the
same or a different customer premises. A key activated or dial-up
control service is required to operate the transter arrangement. A
spare channel, it required, is not included as part of the option.

(TR706)

issued: May 3, 1993 " Effective: June 7, 1993

Assistant Vice President, 4F08
2000 W. Ameritech Center Drive
Hofiman Estates, lilinols 60196-1025
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AMERITECH OPERATING COMPANIES TARIFF F.C.C. NO. 2
10th Revised Page 272.3
Canceils Sth Revised Page 272.3

ACCESS SERVICE
7. Special Access Service (Cont'd)
7.2 Service Descriptions (Cont'd)

7.2.9 Ameritech Base Rate Services, Ameritech DS1 Service and
Ameritech DSJ3 Service (Cont'd)

(8) Channel Configuration (Cont'd)
(4) Optional Features and Functions (Cont'd)
() Interconnection - Central Office Multiplexing
(1) Ameritech DS3 to Ameritech DS1 Multiplexing

An arrangement that converts an Ameritech DS3 channel

operating at a terminating speed of 44.736 Mbps to 28
Amoritongh DS1 chmmgop«a at a terminating

speed
f 1.544 Mbps usi d%ltal ﬁmomsion ltiplex
?avaﬂable with '113'3% 256.0 and 384.0 Kltanp'; and 1"?44
Mbps transport).

(2) Ameritech DS1 to Voice/Ameritech Base Rate/
128.0, 256.0, 384.0 Kbps Transport Multiplexing

An ment that converts an Ameritech DS1 (1.544
I\hpsong) channel to 24 channels for use with Direct
256.0% s;“ 0 &'?"’nﬁhspon m mm
.0 or 384.
are ired to provide individual 128.0, .0 or 384.0
Kbps neis). A channel of this Ameritech DS1 to the
Hub can also be used for Program Audio, Dedicated
Network Access Line, or Dedicated Access Line Services.
Multipie channeis may be required to provide individual
Program Audio channels.

(TR800)

issued: June 28, 1994 "Effective: August 12, 1994

Director, Federal Reguistory, 4F20
2000 W. Ameritech Center Drive
Hoffman Estates, lilinois 60196-1025
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AMERITECH OPERATING COMPANIES TARIFF F.C.C. NO. 2
Oth Revised Page 2724
Cancels 5th Revised Page 272.4

_ ACCESS SERVICE
7. Special Access Service (Cont'd)
7.2 Service Descriptions (Cont'd)

7.29 Ameritech Base Rate Services, Ameritech DS1 Service and
Ameritech DS3 Service (Cont'd)

(8) Channel Configuration (Cont'd)
(4) Optionat Features and Functions (Cont'd)
(N Interconnection - Central Office Multiplexing (Cont'd)
(3) Amerttech DS1 to DDS/DS0 Multipiexing

An arrangement that converts an Ameritech DS1(1.544
Mbps) channel to 23 DDS 64.0 Kbps channels utilizing digital
time division muitiplexing.

(4) DSO to Subrate* Multiplexing

Rl o1 ey 4 Ko o 45 o o'
of up en 4, . of .
Kbpe channels using digital time division multiplexing.

(g) DSO0 Through Connection

An arrangement to cross-connect two DDS 2.4, 4.8, 9.6, 56.0 or
64.0 Kbps channeis of two Ameritech DS1 (1.544) Mbps facilities
at a Direct Service Hub. The customer must provide
system and el assignment information.

(h) Fiber Hub Cross-connection

An arrangement to cross-connect Ameritech DS1 Service,
%e':m Ameritech DS1 - 128.0, 256.0 and 384.0

Ameritech DS3 Service, or Ameritech Base Rate
Service terminations to another service of the same speed at a
designated Fiber Hub location. The customer must purchase
service to the Fiber Hub from his designated premises.

* Available only on a channel of an Ameritech 1.544 Mbps facility to a
Telephone Company DDS Hub. (TR78S)

issued: March 28, 1994 ‘Effective: May 12, 1994
Director, Feders! Reguistory, 4F20

2000 W. Ameritech Center Drive
Hoffman Estates, lilinois 60196-1025




AMERITECH OPERATING COMPANIES TARIFF F.C.C. NO. 2

7th Revised Page 272.4.1
Cancels 6th Revised Page 272.4.1

ACCESS SERVICE

7. Special Access Service (Cont'd)
7.2 Service Description (Cont'd)

"~ 7.29 Ameritech Base Rate Services, Ameritech DS1 Service and
Ameritech DS3 Service (cont‘d)

(8) Channei Configuration (Cont'd)
(4) Optional Features and Functions (Cont'd)

() ANRS Termination

An arrangement to connect an Ameritech DS3, Ameritech DS1 or
Amentecn Base Rate Local Distribution Channel or interoffice
cility to an Ameritech Network Reconfiguration System
ANRS) locaﬂon to allow the connected Ameritech DS3,
ch DS1, Ameritech Base Rate, Ameritech DS3 or
Ameritech DS1 service to be reconfigured with ANRS. All
Ameritech DS3, Ameritech DS1 and Ameritech Base Rate
Services that are 10 be included in a customer's ANRS database
must be terminated on an ANRS system location. Only services
that are inciuded in a customer's ANRS database may utilize the
ANRS Termination feature.

() Shared Network Arrangement

(1) A Shared Network  is @ service offering that
enables a customer (the User”) to connect

billed for those rate elements associated with their own
pomonofﬂnutvlcteonﬁgurﬂon Under no circumstances
will the rates orchamn individual rate elements be spiit.
This offering is limited MuMcoconﬁguraﬁonsmna
Service User obtaing either subtending Direct Analog or
Ameritech Base Rate circuits from a Host's multiplexed
Ameritech DS1 service, or Ameritech DS1 circuits from a
Host's muitipiexed Ameritech DS3 service.

(i) Under the Shared Network Arrangement, the Te ne
Company may share record information with tho'm
Subscriber pertaining to the services of other users of the
shared network. Such disclosure will be under the sole

(TR800)

issued: June 28, 1994

Effective: August 12, 1994

Director, Federal Regulatory, 4F20
2000 W. Ameritech Center Drive
Hottman Estates, ilinols 80198-1025
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AMERITECH OPERATING COMPANIES TARIFF F.C.C. NO.

ACCESS SERVICE
7. Speclal Access Service (Cont'd)
7.2 Service Description (Cont'd)

7.2.9 Ameritech Base Rate Services, Ameritech DSt Service and
Ameritech DS3 Service (Cont'd)

(B) Channel Configuration (Cont'd)
(4) Optional Features and Functions (Cont'd)
(J) Shared Network Arrengement (Cont'd)
() (Cont'd)

discretion of the Telephone Company as is necessary to
perform billing reconciliations and/or other functions required
in connection with maintaining account records.

(itf) Section 7.4.11 contains rate regulations specific to Shared
Network Arrangements.

(k) Muitiplexer Cross-Connection (MCC)

An ment that allows one channel of a muitiplexed
Ameritach DS1 or Ameritech DS3 Service to be connected to one
channel of the same bit rate and ke sig of another
multiplexed Ameritech DS1 or Ameritech DS3 Service.

The lesser speed channel may be a Direct A Service
between two Ameritech DS1 multiplexers, or an Ameritech Base
Rate Service provided at 64 Kbps of bandwidth between two
Ameritech DS1 multiplexers, or an Ameritech DS1 Service
between two Ameritech DS3 multiplexers.

MCC will be provided at ali Telephone Company locations where
multiplexing ts performed or between two Telepnone Company
locations where muitiplexing is performed.

(5) Ameritech Network Reconfiguration Service (ANRS)
(A) General

Ameritech Network Reconfiguration Service (ANRS) gives
customers the ability to reconfigure networks, via electronic
cross-connections, comprised of Ameritech DS3, Ameritech DS1
and Ameritech Base Rate channeis connected at ANRS system
locations. Reconfiguration may be accomplished by placing an
electronic request via a customer provided terminal or by calling a
Telephone Company attendant.

Certain material Ppreviously on this page now appears
on 5th Revised Page 272.4.2. (TR831)

issued: November 4, 1994 Etfective: December 19, 1984
Director, Federal Reguistory Planning & Policy, 4G62

2000 W. Ameritech Center Drive
Hoftman Estates, )llinois 60196-1025




AMERITECH OPERATING COMPANIES TARIFF F.C.C. NO. 2
6th Revised Page 272.4.2
Cancels 5th Revised Page 272.4.2

ACCESS SERVICE
7. Special Access Service (Cont'd)
7.2 Service Description (Cont'd)

7.2.9 Ameritech Base Rate Services, Ameritech DS1 Service and Ameritech DS3
Service (Cont'd)

(B) Channel Configuration (Cont'd)
(5) Ameritech Network Reconfiguration Service (ANRS) (Cont'd)
(B) Service Description

Ameritech Network Reconfiguration Service gives customers the
ability to reconfigure their networks via cross-connections of their
Ameritech DS3, Ameritech DS1 and Ameritech Base Rate
Service channeis which mwmawsbm;mdﬁc
network database. The ANRS system loeatlgv‘\fm an
interface at the DS3 ms Mbps), DS1 (1.544 Mbps) and Base
Rate (2.4 - 64 Kbps . The customer may Cross-
connections at the DS3, channelized DS3, DS1, channeliz
DS1, or Base Rate level.

Customer access 1o ANRS may be made directly by the customer
utilizing customer provided Wm on the customer's
premises in conjunction with a Network Access Link or
dial-in line. Access is aiso available through a Telephone
Company attendant reached by a dial access telephone line.

ANRsmmamrmawnytommmuinme
individual ments of their network. Customers may
mconﬁgummdh'gosa.mmmoﬁ or Ameritech Base
Rate or Ameritech DS1 service. Customers may aiso reconfigure
Direct Analog channeis that are channeis of a reconfirgurable
channelized Ameritech DS1 gervice. To utilize this capability,
customers must order appropriate Ameritech DS1 mul xing in
addition to the ANRS Terminations at the DS1 level and the
ANRS service.

ANRS will be available on a continuous basis except for the
performance of scheduled preventative and routine maintenance
or scheduled software updates. The customer will be notified at
least 24 hours in advance of any scheduled service interruptions.

ANRS system locations are found in the National Exchange
Carrier ciation, Inc., Tariff F.C.C. No. 4.

Certain material on this page previously appeared on
4th Revised Page 272.4.1.1. (TR831)

issued: November 4, 1994 Effective: December 19, 1994

Director, Federal Reguiatory Planning & Policy, 4G62
2000 W. Ameritech Center Drive
Hotfman Estates, lilincis 60196-1025




TARIFF F.C.C. NO.
4th Revised Page

AMERITECH OPERATING COMPANIES
272.4
Cancels 3rd Revised Page 272.4

2
3
3

ACCESS SERVICE
7. Special Access Service (Cont'd)

7.2 Service Description (Cont'd)

7.29 Ameritech Base Rate Services, Ameritech DS1 Service and
Ameritech DS3 Service (Cont'd)

(B) Channel Configuration (Cont'd)
(5) Ameritech Network Reconfiguration Service (ANRS) (Cont’d)
(C) Technical Specifications

Services that are cross-connected by the Ameritech Network
Reconfiguration Service will not operate properly uniess the
have identical technical characte to ensure compatibili
and proper operation. ANRS customers are responsibie for the
co lity of the services they choose to cross-connect.

if the Telephone Company determines that the technical
characteristics of services selected for cross-connection by the
customer are not compatible, they will advise the customer and
give them the opportunity to change the order.

The Ameritech Network Reconfiguration Service ons
are delineated in Technical Reference AM-TR-OAT-000064.

(TR800)
issued: June 28, 1994 " Effective: August 12, 1994
Director, Federa! Regulstory, 4F20

2000 W. Ameritech Cemter Drive
Hoftman Estates, iMinois 80196-1025




AMERITECH OPERATING COMPANIES TARIFF F.C.C. NO. 2

9th Revised Page 2725
Cancels 8th Revised Page 272.5

ACCESS SERVICE

7. Special Access Service (Cont'd)
7.2 Service Descriptions (Cont'd)

7.2.9 Ameritech Base Rate Services, Ameritech DS1 Service and
Ameritech DS3 Service (Cont'd)

(8) Channel Configuration (Cont'd)
(6) Technical Specifications Packages

The technical specifications for Ameritech Base Rate Services,
Amerttech DS1 Service and Ameritech DS3 Service are delineated in
Technical References. Ameritech Base Rate Services (DA1-5) are
described in TR-NPL-000341, and Ameritech Base Rate (DA6) as
described in AM-TR-OAT-000070. Ameritech DS1 (HC1) and DS3
(HC3) are described in TR-INS-000342 and AM-TR-TMO-000101.
Ameritech DS1 (HX) is described in AM-TR-TMO-000106.

The Telephone Company will provide an Ameritech Base Rate channel
to provide connectivity at terminating speeds from 2.4 Kbps through
64.0 Kbps with error-free second performance typified by a monthly
average objective of 99.875 percent while the channel is in service.
Such performance must be measured through a CSU equivalent which
is designed, manufactured, and maintained to conform with the
specifications contained in Technical Reference PUB AM-TR-OAT-
000070. The overall performance of an individual circuit will depend
upon the performance characteristics of data communications
equipment that is provided and maintained by the customer as well as
network conditions. Error-free second performance is provided to
indicate typical circuit peformance objectives, not as an assurance of
performance on an individual circuit.

For an Ameritech DSt channel operating at a terminating bit rate of
1.544 Mbps (HC1), the Telephone Company will provide a channel
capabile of an error-free second performance of 99.75 percent over a
continuous 24 hour period as measured at the 1.544 Mbps rate through
a NCTE equivalent which is designed, manufactured and maintained to
conform with the specifications in Technical Reference Publication PUB
62411. Additional transmigsion performance specifications are
described in AM-TR-TMO-000101; all transmigsion performance
spedcifications listed in this document replace any specifications
contained in other Ameritech DS1 or Ameritech DS3 Technical
References.

(TR706)

issued: May 3, 1993

Effective: June 7, 1983

Assistant Vice President, 4F08
2000 W. Ameriech Canter Drive
Hoftman Estates, lilinois 60196-1025
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AMERITECH OPERATING COMPANIES .C. .
4th Revised Page 272.8

ACCESS SERVICE

7. Special Access Service (Cont'd)

7.2 Service Descriptions (Cont'd)

7.2.9 Ameritech Base Rate Services, Ameritech DS1 Service and
Ameritech DS3 Service (Cont'd)

(B) Channel Configuration (Cont'd)
(7) Network Channel interfaces

The network channel interfaces define the bit rates that are available
for Ameritech Base Rate, Ameritech DS1 and Ameritech DS3
channels operating at terminating speeds 2.4 Kbps, 4.8 Kbps, 9.6
Kbps, 19.2 Kbps, 56.0 Kbps, 64.0 Kbps, 1.544 Mbps and 44.736
Mbps. Network channel interfaces and codes are described in 7.3

following.

(TR706)

issued: May 3, 1993

~ Effective: June 7, 1993

Assistant Vice President, 4F08
2000 W. Ameritech Center Drive
Hotfman Estates, lilinois 80196-1025
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AMERITECH OPERATING COMPANIES TARIKFF F.C.C. NO.
13th Revieed

Page 273
Cancels 12th Revised Page 273
ACCESS SERVICE
7. Special Access Service (Cont'd)

7.2 Service Descriptions (Cont'd)

7.210 Ameritech OC-3 Service, Ameritech OC-12 Service, and Ameritech
OC-48 Service

(A) Basic Channe{ Description
(1) General

provide high speed 001025“:3 fiber-based fufl data
ronous

mmlsam mam These services provide optical

transmission with the following characteristics:

- Ameritech OC-3 Service provides channels operating at the
terminating bit rate of 155.52 Mbps; and,

- Ameritech OC-12 Service provides channels operating at the
terminating bit rate of 622.08 Mbps. ™

- Ameritech OC-48 Service provides channels operating at the
terminating bit rate of 2488‘?2 Mbps. "

Ameritech OC-3, Ameritech OC-12, and Ameritech OC-48 channels
may be used to connect:

- acustomer designated premises to another customer
ises, with multiplexing capability at wire center
between the two premises, or a customer
premises to another customer designated premises without the

add/drop multiplexing capability.

- @ customer designated premises to a T one Company
location , fu
m“_co\:mnudg.opmmxm nctions and/or

Optical Transmission paths for Ameritech OC-3 Service, Ameritech

OC-12 Service, and Ameritech OC-48 Service are differentiated

bit rate and the quality of transmigsion is as delineated by the

!m definitions in the Technical Reference Publications cited in
preceaing.

Mhma boo'omocbdbyo(?)-::im me a;‘?:pﬂah OC-3
may \
OC-12 or OC-48 add/drop multiplexer (mux) along with the add/d
function to an Ameritech DS1 MorAgmm)ochBosaatsuM o
equipped wire centers, or (2), by using the full bandwidth premises to
premises.

Certain material ?rovlomly on this page now
appears on 7th Revised Page 273.1. (TR852)

issued: December 22, 1994 ~Effective: February 5, 1995

Director, Federal Reguistory Planning & Policy, 4G62
2000 W. Ameritech Center Drive
Hoftman Estates, lllinois 60196-1025
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AMERITECH OPERATING COMPANIES TANPF F.C.C. NO. 2
7th Revieed Page 273.1

Cancels 8th Revised Page 273.1

ACCESS SERVICE

7. Special Access Service (Cont'd)

7.2 Service Descriptions (Cont'd)

7.2.10 mm OC-3 Service, Ameritech OC-12 Service, and Ameritech
OC-48 Service (Cont'd)

(A) Basic Channel Description (Cont'd)
(1) General (Cont'd)

Where facilties t
m are not immediately available, negotiated

Ameritech OC-3 Service, Ameritech OC-12 Service, and OC-48
smmaonmm«nmnmontsunbeconﬁmndhmyof

the following ways:
OC-3 - three STS-1(S Ti S ch is
e STS 1 Syndt ( ynerwonous ransport Signais) channe

+ one DS3 that is STS-1 mapped;
* up to 28 DS1s that are VT-mapped;

via an addAdrop function 1o DS 1 or DSS services within
the Ameritech network;

- asingle concatenated STS-3C channel.
- OC-12 - tweive STS-1 channels which each contain:

» one DS3 that is STS-1 mapped;

* up to 28 DS1s that are VT-mapped:;

* an STS-1 channel without constraint 10 payload
mapping when the STS-1 channel does not terminate
via an add/drop function to DS1 or DS3 services within
the Ameritech network;

- four concatenated STS-3C channels;

- from one to three STS-3Cs channels mixed with from
three to nine STS-1 channels subject to utilization of the
total OC-12 capacity:

- asingle concatenated STS-12C channel.

Certain material on this viously ared on 12th Revised Page 273.
mmM%mwmmmmmwm ag027311 (TR8S2)
lssusd: Decomber 22, 1994 Effective: February 5, 1988

Director, Federal nogumory mm & Policy, 4G62
2000 W. Ameriiech Center Drive
Hotiman Estates, Hlinols 60196-1025
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AMERITECH OPERATING COMPANIES TARIFF F.C.C. NO.
4th Revieed Page 273.
Cancels 3rd Revised Page 273.

b N

b eb
-l

ACCESS SERVICE
7. Special Access Service (Cont'd)

7.2 Service Descriptions (Cont'd)

7.2.10 Ameritech OC-3 Service, Ameritech OC-12 Service, and Ameritech
OC-48 Service (Cont'd)

(A) Basic Channel Description (Cont'd)
(1) General (Cont'd)
OC-48 - forty-eight STS-1 channels which each contain:
« one DS3 that is STS-1 mapped;
« up to 28 DS1s that are VT-mapped;
« an STS-1 channe! without constraint to payload
when the STS-1 channel does not terminate
via an add/drop function to DS1 or DS3 services within
the Ameritech network;
- sixteen concatenated STS-3C channels;
- from one to fifteen concatenated STS-3C channeis, mixed
with from three to forty-five STS-1 channels subject to
utiization of the total capacity;

- four concatenated STS-12Cs channeis;

utilization of the total capacity.

- from one 10 three concatenated STS-12C channels, mixed
with from one to eleven concatenated STS-3C channets,
also mixed with from three to thirty-three STS-1 channels,
subject to utilization of the total capacity.

Thews!mrismaponsbleviameudom?processbmnﬁfywhat
STS signal configuration is to be contained in each OC-3, OC-12 and
OC-48 service connection and each STS-1, STS-3 and/or STS-12
payload content. This information is needed for routing and
connection purposes in the network.

Certain material on this page previously appeared on 6th Revised Page 273.1.

Certain material ousl7y on this page now appears on Original Page 273.1.1.1
and 2nd Re Page 273.1.2. (TR8s2)
issued: December 22, 1994 Effective: February 5, 1995

Director, Federal Regulatory Planning & Policy, 4G62
2000 W. Ameritech Center Drive
Hotftman Estates, liinols 60196-1025
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AMERITECH OPERATING COMPANIES TARIFF F.C.C.NO. 2
141

ACCESS SERVICE
7. Special Access Service (Cont'd)

7.2 Service Descriptions (Cont'd)

7.2.10 Ameritech OC-3 Service, Ameritech OC-12 Service, and Ameritech
OC-48 Service (Cont'd)

(B) Channel Configuration

(1) Ameritech OC-3, Ameritech OC-12 and Ameritech OC-48 Local
Distribution Channels

Ameritech OC-3, Ameritech OC-12 and Ameritech OC-48 Channeis
consist of Local Distribution Channels (LDCs), interoffice transport,
and optional features and functions.

OC-3, Ameritech OC-12 and Ameritech OC-48 Local

Ameritech
Distribution Channeis g;?vvido mal interconnection between the
Telephone Company ing Center (SWC) and the customer

premises.

cgnainmmﬂdonmbpugepravbuslympemdonsmﬁovisodhgezn.t (TR8S2)

issued: December 22, 1994 ~ Effective: February 5, 1995

Director, Federal Reguistory Planning & Policy, 4G62
2000 W. Ameritech Center Drive
Hofiman Estates, llinois 60196-1025
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AMERITECH OPERATING COMPANES TARIFF F.C.C. NO. 2
2nd Revised Page 273.1.2
Cancels 1t Revised Page 273.1.2
ACCESS SERVICE
7. Special Access Service (Cont'd)
7.2 Service Descriptions (Cont'd)

7.210 Ameritech OC-3 Service, Ameritech OC-12 Service , and Ameritech
OC-48 Service (Cont'd)

(8) Channel Configuration (Cont'd)
The following types of LDCs are available:
Dels

Terminating Bit Rate Loop Format T_mm interface
155.52 4 fiber Synchronous FCB
622.08 4 fber Synchronous FCD
2488.32 4 fber Synchronous FCH

(1). woc-a.woc—mmmmoc—«w
the same

are avaiisble. which supports bit rate of 155.52, OC-12
transport at the 622.08 bit rate and OC-48 transport at a bit rate of

2488.32.
Centain material on this previously appeared on
&dRoMPrZ‘ISJR”
Certain previously on this page now appears on Original Page 273.1.3. (TRes2)
tssued: December 22, 1994 Effective: February 5, 1995

Director, Federal Reguiatory Planning & Policy, 4G62
2000 W. Ameriech Canter Drive

Hottman Estates, llinols 60196-1025
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AMERITECH OPERATING COMPANIES TARIFF F.C.C. NO. 2
Original Page 273.13

ACCESS SERVICE
7. Special Access Service (Cont'd)

7.2 Service Descriptions (Cont'd)

7.2.10 Ameritech OC-3 Service, Ameritech OC-12 Service, and Ameritech
OC-48 Service (Cont'd)

(8) Channel Configuration (Cont'd)
(2) Interoffice Transport (Cont'd)

Ameritech OC-3 LDCs are interconnected to OC-3 transport.
Ameritech OC-12 LDCs are interconnected to OC-12 transport.
Ameritech OC-48 LDCs are interconnected to OC-48 transport.

in addition, interoffice can be connected between wire

centers with Add/Drop m xing at a lower OC-N speed than the
angnmetramponnsbeMeena r speed Add/Drop Function

another lower speed Add/Drop Function;
another lower muggunﬁon Channel;
a lower speed

a lower speed Cross-Connect

All of the above terminations must be the same speed as the
transport.

(3) Optional Features and Functions

The following optional features and functions are

available:
Add/Drop Multiplexing, Add/Drop Function, 1+1 Protection, 1+1
Protection with Cable Survivability, 1+1 Protection with Route

Survivability and OC-3, OC-12 and OC-48 cross-connects.
(a) OC-3, OC-12 and OC-48 Add/Drop Multiplexing

mmmmwsanmmoc-s Ameritech
OC-12 or Ameritech OC-48 chamol am2‘r?oatatormlnating

spud of 155.52 32 Mbps,
Mﬁp a lower channei by this
feature along wiih the add/drop function as stated in (b) following.

Certain material previously on this page now appears nal Page 273.1.5.
Certain material on this page previously appeared on M Page 273.1.2. (TR852)

issued: December 22, 1994 " Effective: February 5, 1995

Director, Federal Regulatory Planning & Policy, 4G62
2000 W. Ameritech Center Drive
Hoffman Estates, Nlinols §0196-1025
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AMERITECH OPERATING COMPANIES TARIFF F.C.C. NO. 2
Original Page 273.1.4

ACCESS SERVICE
7. Special Access Service (Cont'd)
7.2 Service Descriptions (Cont'd)

7.2.10 Ameritech OC-3 Service, Ameritech OC-12 Service, and Ameritech
OC-48 Service (Cont'd)

(8) Channel Configuration (Cont'd)
(3) Optional Features and Functions (Cont'd)
(8) OC-3, OC-12 and OC-48 Add/Drop Multipiexing

OC-3 add/drop ataT one wire center
will provide the irg sumom full add/ function
capacity of OC-3 bandwidth with up to 3 DS3 add/drop
functions or equivalently up to 3 groups of 28 DS1 add/drop
functions.

OC-12 add/drop multiplexing at a Telephone wire
center will pmxh the - to support the full

function capacity of OC-12 service bandwidth with up to 4 OC-3
add/drop functions or up to twelve DS3 add/drop functions or
equivalent combinations of OC-3 and DS3 add/drop functions.

0048% : at a Telephone Company wire
conter will the o support quarter of the
mm%umw.% o

. _ — —_ (TR8S2)
issued: Decsmber 22, 1994 Etfective: February 5, 1995

Director, Federal Reguistory Planning & Policy, 4G62
2000 W. Ameritech Center Drive
Hotiman Estates, lllinols 80196-1025
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AMERITECH OPERATING COMPANIES TARIFF F.C.C. NO. 2
Original Page 273.1.8
ACCESS SERVICE
7. Special Access Service (Cont'd)
72 Service Descriptions (Cont'd)

7.2.10 Ameritech OC-3 Service, Ameritech OC-12 Service, and Ameritech
OC-48 Service (Cont'd)

(B) Channel Configuration (Cont'd)
(3) Optional Features and Functions (Cont'd)

(b) Add/Drop Function M

The Ameritech OC-3 Service, Ameritech OC-12 Service and C
Amedhd\OCJBaremtoaddo lower level signals as M
shown in the matrix following op function is offered at

Ameritech DS3 from an Ameritech OC-12 service, they
would pay one charge for the DS3, plus the OC-12

add/drop multiplexing charge.

dlbaddlordroplhommathmbun

ﬂod within the bandwidth.
B GRSt
to connect 10 an Amerttech "&“ hnqulmdnmay

umwwMMMCPEormmmeumm
environment of Ameritech DS3

:%"m Ameritech DS1 gervices smdw,m&don 7.29.

The options in (a (® lbowelnnotbeuaodwlmAmcmch

OC-3 or OC-12 (gcrvbo) by the customer to contain a

single non-channelized (concatenated) STS-3C or STS-12C

signal, respectivety. M

Certain material on this previously appeared on
1stFlcvisodPag02731?2.°e (TR852)

issued: December 22, 1994 Effective: February 5, 1995

Director, Federal Reguiatory Planning & Policy, 4G62
2000 W. Ameritech Center Drive
Hoffman Estates, llinois 60196-1025




AMERITECH OPERATING COMPANIES TARKFF F.C.C. NO. 2
8th Revised Page 273.2
Cancels Tth Revised Page 273.2

ACCESS SERVICE

7. Special Access Service (Cont'd)

7.2 Service Descriptions (Cont'd)

7.2.10 Ameritech OC-3 Service, Ameritech OC-12 Service, and Ameritech
OC-48 Service (Cont'd)

(B) Channe! Configuration (Cont'd)
(3) Optional Features and Functions (Cont'd)

ADD/DROP Function
DS1 DS3 0oC3 oC12
0OC-48 No* Yes Yes Yes
OC- 12 No* Yes Yes N/A
0C-3 Yes Yes N/A N/A

* to add/drop a DS1 from an OC-12 and/or OC48, an
intermediate step at either OC-3 or DS3 must be taken.

(c) OC-3, OC-12 and OC-48 Cross-Connect

An to cross-connect Ameritech OC-3 Service,
Ame OC-12 Service or Ameritech OC-48 Service to
another service or to an add/drop function of the same speed at
a wire center for the same or for a different customer on a per
circuit basis. The customer must purchase service to the wire
center from his desighated premises. One charge applies per
service cross-connected.

(d) 1+1 Protection

The base Ameritech OC-3 Service, Ameritech OC-12 Service
and Ameritech OC-48 Service are offered with four fibers in the
same cable, but the card will only be activated when
this option is ordered. This will allow customers to order
protection if their CPE can accommodate it.

{e) 1+1 Protection with Cable Survivabllity
This option will provide 141 protection and additional loop

survivability with the working fiber pair and protect fiber pair
placed in separate cables cvqm\in the same conduit.

(TR852)

issued: December 22, 1994 “Effective: February 5, 1995

Director, Federa! Regulatory Planning & Policy, 4G62
2000 W. Ameritech Center Drive
Hofiman Estates, lilinols 60196-1025
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AMERITECH OPERATING COMPANIES

protection

ACCESS SERVICE
will not begin until the customer has

7. Special Access Service (Cont'd)

routing by the Telephone Company.

ingtallation of the 1+1

(8) Channei Configuration (Cont'd)
(3) Optional Features and Functions (Cont'd)
(N 1+1 Protection with Route Survivability (Cont'd)

7210 Ameritech OC-3 Service, Ameritech OC-12 Service, and Ameritech
OC-48 Service (Cont'd)

7.2 Service Descriptions (Cont'd)

(TRe62)

———

Effective: March 26, 1995

Director, Federal Regulstory Planning & Policy, 4G62

Certain material previously on this now #pom on Original Page 273.2.3.
y Material effective February 5, 13.§g.under ransmittal No. 852.

issued: February 9, 1995

2000 W. Ameritech Center Drive
Hoffman Estates, Rinols 60196-1025



TARIFF F.C.C. NO. 2
Originel Page 273.2.2

AMERITECH OPERATING COMPANIES

ACCESS SERVICE

7. Special Access Service (Cont'd)

7.2 Service Descriptions (Cont'd)

7.2.10 Ameritech OC-3 Service, Ameritech OC-12 Service, and Ameritech

OC-48 Service (Cont'd)

(a) 1+1 Protection with Central Office Survivabliity for
Ameritech OC-3 and Ameritech OC-12

(g) 1+1 Protection with Site Survivability

(B) Channel Configuration (Cont'd)
(3) Optional Features and Functions (Cont'd)

i

i

_mmmmmm §EC

i |

(TRee2)

Effective: March 28, 1995

—

issued: February 9, 1995

Director, Federal Reguistory Planning & Policy, 4G62
2000 W. Ameritech Center Drive
Hoftman Estates, Rlinols 60196-1025
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AMERITECH OPERATING COMPANIES TARKFF F.
Original Page 273.2.3

ACCESS SERVICE
7. Special Access Service (Cont'd)
7.2 Service Descriptions (Cont'd)

7210 Ameritech OC-3 Service, Ameritech OC-12 Service, and Ameritech
0OC-48 Service (Cont'd)

(B) Channel Configuration (Cont'd)
(3) Optional Features and Functions (Cont'd)
(9) 1+1 Protection with Site Survivabiiity (Cont'd) N

(a) 1+1 Protection with Central Office survivabliity for
Ameritech OC-3 and Ameritech 0OC-12 (Cont’

m wlllprovlsno prop':;odclagrg'netIU\ows;lne

y a r.

Themwlhdudemnuw«oqumtamks
used to support the number needed to

2%

customer designated and/or ce office locations
exceed design limits 25 10 30 miles). erators will
be located exclusively in Telephone Company central offices.

& Material effective February 5, 1995 under Transmittal No. 852.
rtain material on this page previously appeared on 2nd Revised Page 273.2.1. (TR882)

issued: February 9, 1995 — Effective: March 26, 1995
Director, Federal Regulatory Planning & Policy, 4G82

2000 W. Amerftech Center Drive
Hoffman Estates, Ninols 60196-1025
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AMERITECH OPERATING COMPANIES TARIFF F

ACCESS SERVICE
7. Special Access Service (Cont'd)
7.2 Service Descriptions (Cont'd)

7.2.10 Ameritech OC-3 Service, Ameritech OC-12 Service , and Ameritech
OC-48 Service (Cont'd)

(B) Channel Configuration (Cont'd)
(3) Optional Features and Functions (Cont'd)
The following diagrams provide an example of (d), (e) and (f) above:

SAME CABLE
Working Fiber Pair

(d)

0Ogo®
moo

Protect Fiber Pair

;

(®)

Protect Fiber Pair

(TR862)
issued: February 9, 1995 Effective: March 26, 1998
Director, Federal Reguiatory Planning & Policy, 4G82

2000 W. Amerftech Center Drive
Hoffman Estates, Rlinois 60196-1025




AMERITECH OPERATING COMPANIES TARIFF F.C.C.
Original Page

£

ACCESS SERVICE
7. Special Access Service (Cont'd)
7.2 Service Descriptions (Cont'd)

7210 Ameritech OC-3 Service, Ameritech OC-12 Service , and Ameritech
OC-48 Service (Cont'd)

(B) Channel Configuration (Cont'd)
(3) Optional Features and Functions (Cont'd)
The following diagram provides an example of (g) above:

ALTERNATE WIRE CENTER

NI
(@

Working Fiber Pair

oOg®

Protect Fiber Pair

og>

‘CM_ = Channel Mileage
‘CMT = Channel Mileage Terminations

* These two rate elements do not apply when used with ring extension. (TR882)

issued: February 9, 1995 Effective: March 26, 1995

Director, Federal Reguistory Planning & Policy, 4G62
2000 W. Ameritech Canter Drive
Hoffman Estates, iiinols 60196-1025



AMERITECH OPERATING COMPANIES TARIFF F.C.C. NO. 2

Sth Revised Page 2734
Cancels 4th Revised Page 273.4

ACCESS SERVICE

7. Special Access Service (Cont'd)
7.2 Service Descriptions (Cont'd)

7.2.10 Ameritech OC-3 Service, Ameritech OC-12 Service, and Ameritech
OC-48 Service (Cont'd)

(B) Channel Configuration (Cont'd)
(3) Optional Features and Functions (Cont'd)
() Shared Network Arrangement

0

(i)

A Shared Network Arrangement is a service offering that
enables a customer (“Service User”) to connect subtending
services to the multiplexed Ameritech OC-3, Ameritech
?I%%&SW) Vll‘lhs;l Ti &honeCompmy '

" ) e Te
maintaining separate billing for each. Each customer will be
billed for those rate elements associated with their own
portion of the service configuration. Under no
circumstances will the rates or charges for individual rate
elements be spiit. This offering is limited 0 service

multiplexed Ameritech OC-3 service or an Ameritech OC-3
service from a Host's multiplexed Ameritech OC-12 service
or an Ameritech OC-12 service from a Hosts' muiltiplexed
Ameritech OC-48 service.

Under the Shared Nommkmgemem,meTol:rhone
Company may share record information with the Host
subscriber pertaining to the services of other users of the
shared %Tswdisd%‘:nwm t:'gr:ermesoleb
discretion o elephone necessary
roﬂombﬂr\gnooneﬂdon%wm required
n connection with maintaining account records.

Section 7.4.12 contains rate regulations specific to Shared
Network Arrangements. e

(4) Technical Specifications Packages

The technical specifications for Ameritech OC-3, Ameritech
OC-12 and Ameritech OC-48 are described in Technical
References, AM-TR-NIS-000111 and AM-TR-TMO-000101.

y Maierial effective February 5, 1995 under Transmittal No. 852. (TR862)

issued: February 9, 1995

Effective: March 26, 1995

Director, Federal Reguiatory Planning & Policy, 4G62
2000 W. Ameritech Center Drive
Hoffman Estates, Hlinols 60196-1025
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